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A new line of Tunable Laser Systems  
 
 
 
 
 
 
 
 
 
 

 
 
 Tuning Ranges 
- UV:   210 – 380 nm  1 – 8 mJ 
- Visible:  410 – 690 nm 10 – 70 mJ 
- NIR:  680 – 2000 nm 10 – 100 mJ 

 High Performance 
- 40% conversion Efficiency 
- Lowest Price per Photon 

 Compact 
- Size: 12 x 24 x 9” (including laser head. OPO, UV Modules, Wavelength 

separation module, and Control Electronics) 

 Modular Design 
- Easy access to Laser Wavelength 
- Interchangeable Modules 
- Fully Motorized 
- Computer Controlled 

 Highly Reliable 
- Based on patented OPO 
- Pumped by Brilliant Laser Made by Quantel 
- Large Customer Base 

 
 
 
 

OPOTEK, Inc.  2233 Faraday Avenue • Suite E • Carlsbad • California 92008 
Tel: (760) 929-0770 • FAX:  (760) 929-8782 • e-mail:  opotek@opotek.com •  Home Page:www.opotek.com 



Brilliant Laser

OPO

BeamGuide

1
23

4

UV
Module

3 5
6

7
8

910

6

24.000"

12
.0

00
"

 
VIBRANT, Schematic Layout (Typical) 

 
 

1 Brilliant Nd:YAG Laser1 6 Steering Mirrors 
2 Waveplate 7 OPO 
3 Steering Mirrors 8 UV Module (optional) 
4 Harmonic Generator 9 Wavelength separation module. (optional) 
5 Harmonic Generator 10 Fiber Coupling (optional) 
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1. Manufactured by QUANTEL 
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